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CHANGES TO DRAWINGS

1-1. Drawing A-01, Building Access & Staging Area 

 Add:  Note: “Staging Prohibited in this area” (Attachment A-01R) 

1-2. Drawing AA-10, Faith East Roof Asbestos Abatement 

 Note located in northeast corner of East Center Roof. 

 Omit:  “Base Bid - Remove bottom 1 lf asbestos containing caulk in vertical brick joint.” 

 Add:  “Base Bid - Remove asbestos containing caulk in vertical brick joint, approx. 8 lf.” 

1-3. Drawing AA-11, Faith West & Center Roofs Abatement 

 Note located in northwest corner of West Center Roof. 

 Omit:  “Base Bid - Remove bottom 1 lf asbestos containing caulk in vertical brick joint.” 

 Add:  “Base Bid - Remove asbestos containing caulk in vertical brick joint, approx. 8 lf.” 

1-4. Drawing AA-11, Faith West & Center Roofs Abatement 

 Omit:  Label “Fan” 

 Add:  Label “Duct” (Attachment AA-11R) 

Omit:  “Remove asbestos containing caulking from ductwork and fan units, two (2).  Coordinate fan down time 

with other trades.  Refer to architectural drawings for time restrictions.” 

Add:  “Remove asbestos containing caulking from ductwork.  Coordinate fan down time with other trades.  Refer 

to architectural drawings for time restrictions.”  

(Attachment AA-11R) 

1-5. Drawing A-52, Details 

 Detail 2/A-52 

 Omit:  “Alternate 7 - Salvage and reinstall cast stone cap – provide through wall flashing and cap flashing.” 

 Add:  “Alternate 8 - Salvage and reinstall cast stone cap – provide through wall flashing and cap flashing.” 

CENTER ROOF ACCESS 

1-6. Add: Attachment Sketches, Partial Roof Plan & Partial Mech. Room plan, and Elevator Penthouse Section.  Work 

in these drawings are to be included in Alternate #6, Center Roof Replacement.  Work generally includes: 

1. Provide temporary protection at perimeter of elevator equipment in the mechanical 

room. Protections shall consist of 2x4 framing and 4’ high plywood panels 

2. Provide wall mounted steel ladder, paint.  Fasten to existing masonry walls with ½” 

dia. screen tube epoxy anchors. 

3. Provide steel platform and railing inside of roof access door. 

4. Provide shop drawings. 

CENTER ROOF & AMBULANCE ENTRANCE ROOF PHOTOGRAPHS 

1-7. Add:  Photographs of the Center Roof and Ambulance Entrance Roofs.  These roofs could not be accessed at the 

walk-throughs. 

ATTACHMENTS 

� Drawing A-01R, Building Access & Staging Area 

� Drawing AA-11R, Faith West & Center Roofs Abatement

� Sketch SK1 

� Sketch SK2 

� Center Roof Photos  

� Ambulance Entrance Roof Photos  

END OF ADDENDUM #ONE 
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